
Residential Lift Station Standards for Bella Vista  
 
***this is what Village Wastewater requires***  
 
Basin Specs  
 
30”x60” fiberglass tank w/ cover (BA30X060TA) (CVF30SLDRT)  
4” rubber grommet (Uniseal or similar) (PGR400)  
1 ¼” bolt on stainless steel hub at 43” height from bottom of tank to center of hub  
Nema 4 electrical Junction Box w/ 1 ½” conduit outlet (JB35A)  

- water tight connections  
- installed 6” below top rim  
- 180 degrees from stainless steel hub  

1 ¼” brass swing check valve (quick connect, NO UNIONS) w/ 2 stainless steel close couple nipples 2’ 
stainless steel nipple 1 ¼” internal diameter  
 
Pump Specs  
 
2Hp Slicer/Grinder pump (recommend Franklin 2HP Grinder) w/ super single start/run float 
Must achieve at least 95’ of head  
Mercury alarm float (2900-B2S1C1K2-15)  
Stainless steel hose clamp & plastic wire holder  
52” L 3/16” stainless steel chain  
Stainless steel 3/16” chain shackle  
16” stainless steel 3/8” L lift rod  
Stainless steel 1 ¼” pipe from pump base to hub  
Stainless steel street 90 degree elbow  
 
Alarm Panel  
 
Disconnect panel w/ Red alarm light (R15-MB); (recommend Eaton BR816L125RP) or similar  
220V double pole 20 amp breakers (BR220)  
110V single pole 15 amp breakers (BR115)  
Terminal block (2)  
Terminal block cap (1)  
 
Distributors: 
 
Full Station Packages:  
Innovative Pump Solutions: Jerry Shupert 417-365-7311 
Anderson Electric & Plumbing Supply:  479-631-9733  
WinWater Bentonville 479-273-7564  
 


